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5 Locate the top SkinGrip™ Molding pieces. Determine
length after putting top molding as far forward as you can.
Molding should go all of the way back to the corner post
unless the side panel is recessed as on Supreme bodies,
in which case, stop the top rail 2" from the back rather than
ending it at corner post/side panel junction. If you're working
with a Type 3 cap piece, cut the molding diagonally so it can 
slide forward further. Once cut, predrill the molding while it
lays on the ground at 16" centers or whatever is 
appropriate for your truck. Starting at the front and 

moving back, drill the top molding into place and attach using the correct fasteners for your truck.

 

 

6 Remove any placard holders and map their location to ease reinstallation after the TruckSkin® system is
installed. Install riv nuts in place of the existing fasteners being used for the placards.

7

 

Repeat steps 3 through 6 on the other side of the van body.
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13 Attach the three ratchet straps
across the rear of the van body,
attaching the strap clips into the slots
provided in the back SkinGrip™
Molding. 

14 Once all the straps are attached
and the slack is taken up, you are
ready to start tensioning the
TruckSkin® panels. Starting at the top,
take up tension until the wrinkles are
drawn out of the panel. Move down
and take up the middle, then the
bottom. The TruckSkin® will start to
take on the appearance of a skin. 
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15  Next it is time to attach the rear SkinGrip™ Molding. 
With all tensioning devices still attached, predrill holes in the 
rear SkinGrip™ Molding using a 3/16 drill bit. After both sides 
are predrilled, release the rear tension only on the three rear 
straps and move the SkinGrip™ Molding away from the 
van body sides. Fold straps and skin forward, out of the way.
Drill holes for riv nuts to 19/64 and install riv nuts using 
supplied tool. After both sides are done, put molding back in place 
using the supplied 18" white fiberglass rod with strap and clip. 
Remove ratchet straps, insert fasteners and work your way 
down to tighten.
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16  Slide the 5' fiberglass rod into the bottom pole pocket of the TruckSkin. At this point,
note all fuel filler necks, mud flaps and step bumpers which are in the way. These obstacles 
may need to be notched out on the TruckSkin, so mark them now. 
If you have a fuel neck up in the body of the truck, remove it or pull it out a little ways, slide 
the skin behind it, slot the skin, then put the neck back on and reattach hoses right over the skin,
folding the skin back behind the neck to create a smooth finish. If the fuel neck is at the bottom of the
body, remove the fasteners, drop it, notch the skin, fold skin behind, and put the neck back in place.

If you have an angle step in the back, cut the rod so it ends right at the apex where the two angles meet.
Make a vertical slit in the TruckSkin right at that point. Fold the skin underneath, using duct tape if
necessary to hold skin in place. Using your hand, slide the skin up to make a finished angle. When you 
tighten down the skin, the folded skin should look like a finished edge.
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 around the flange.
If the neck doesn't have a finished flange, use the 3/4" wire loom provided to create a finished edge

If you have any mud flaps, make vertical slits in the skin on either side of the flap so that the skin 
will be tightened down around the mud flap.


